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   DESCRIPTION   
 
 
E 

Property Value 

Aspect Colourless liquid – characteristic odor from vegetal extracts 

pH  14.0  

Relative Density 1,23 kg/lt 

  

        

  

  

  

TECHNICAL DATA SHEET – TDS 
1.0/0121 MELT NO ACID 

CONCENTRATED UNBLOCKING LIQUID 

“Basic” product with high concentration. It works through stagnant water and keeps clean the drains 
eliminating the source of bad odors. SAFE for pipes. 
 
 IT FREES BLOCKS: of drains, sinks, pipes, WC, showers, etc. 
 
      

WAY OF USE  

• Pour ½ bottle into the drain.  

• Leave it work for almost 15 minutes and then flush hot water.  

• Suggestions: 1. If possible, eliminate any excess of water before pouring the product. 2. Pouring the 
remaining ½ bottle in the evening to eliminate any residual. 3. In some situations, it could be 
necessary to repeat the operation a second time; in that case, wait for 15 minutes before repeating 
the operation. 

• Packaging: 1000ml bottle. 

 
 
 

CHEMICAL-PHYSICAL PROPERTIES 
 

The information in this technical sheet is based on the specifications and potential use known to us. However, this data does not imply any legal obligation or liability 
whatsoever. 

 

 
 

Manufacturing plant 
FARMICOL SPA 

Corso Europa, 85-91 – 20020 Solaro (MI) Italy 
info@farmicol.com - +39 02 84505 

Worldwide Distributor 
MAF CHEMICAL SA 

Corso San Gottardo, 54 – 6830 Chiasso 
(CH) export@maf-sa  


